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AMCO Packing Requirements 
(sheets and plates of aluminum) 

 
 

 

 Packaging dimensions: 
Max. 200 mm, exclusive pallets and overpack 

 
Exception: 
All dimension thickness> 200 mm - 1 plate / packaging 

 
 Packaging materials: 

All packaging materials must be recyclable. The type of packaging has to comply with 
German accident prevention regulations and be suitable for transportation by forklift 
trucks. Imported timber from non-EU countries must be delivered according to the 
IPPC (International Plant Protection Convention) standard. 
Square timber: at least 80x80 mm 

 

 Weights: 
Sheets: Net max. 1000 kg per pack 
Plates:  Net max. 1500 kg per pack 
 
Exception: 
Large size (1520 x 3020) Thickness> 120 mm: 1 plate / pack 
Medium size (1270 x 2520) Thickness> 170 mm: 1 plate / pack 

 

 Labels: 
For all deliveries of goods, labels shall be affixed to all parcels on both sides of the 
parcels, which shall contain the following information: 
Order number, article description, dimensions, alloy, condition, quantity, batch / lot, 
gross and net weights, package number and manufacturer 
 

 Batch purity: 
Only one batch / one dimension per package  
 

 Delivery notes: 
Indication of piece numbers per item with package numbers including batch, gross 
and net weights, AMCO order number 
 

 Test certificates: 
The test certificate must be sent by e-mail to avis@amco-metall.de stating the order 
number. 
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